
Sin
Antoni Arola, 2013
Table and hanging lamps

A B C D

This is a lamp that owes its name to the many things it does 
without. Designed as the new basic Santa & Cole lamp, it marries 
tradition and technology with the sobriety of a classic. A circle of 
light in two sizes, with or without shade, hanging or tabletop it 
meets the lighting needs of any situation with extreme elegance.

LIGHT SOURCE
(A / C)
Module of 108 LEDS
Power system: 12,5 W 
Operating voltage: 24 VDC
Tª Colour: 2.700 K
Typical CRI: 85
Lifetime: 40.000 h
Luminous flux: 702 Im

(B / D)
Module of 216 LEDS
Power system: 25 W 
Operating voltage: 24 VDC
Tª Colour: 2.700 K

Typical CRI: 85
Lifetime: 40.000 h
Luminous flux: 1.404 Im

(A / B)  
Built-in LED. 
Dimmer included.
(C / D) 
Built-in LED

Energy efficiency class (E.E.C): A⁺⁺... A.
Lamp suitable only for indoor use. 
Always use this light source.  

GENERAL DESCRIPTION
S&C white or graphite metal structure with matte finish. 
2 optional lampshades: white engineering plastic or S&C white or 
graphite metallic.
(A / B) Electric cable length: 2,5 m / 98.4”
(C / D) Surface-mounted metallic circular ceiling plate with 
equipment incorporated. 
Electric cable length: 3 m / 117”.
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Ø 27 cm / 10.6”

Ø 20 cm / 7.8”

Ø 25 cm / 9.8”
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SIN S / L Table SIN S / L Hanging

Input voltage: 90 ~ 264 VAC
(50 Hz / 60 Hz) Acording to destination. 



MAINTENANCE
Wipe clean with a soft cloth dampened with water. Do not use 

ammonia, solvents or abrasive cleaning products as these could 

damage the surface.

APROXIMATE WEIGHT (unpacked)

REGULATIONS

(A) SIN S table:    
(B) SIN L table:    
(C) SIN S ceiling: 
(D) SIN L ceiling:  

UNE-EN 60598 
UNE-EN 55015
UNE-EN 62031
UNE-EN 61000-3-2
UNE 60529

OTHERS
The lamp are delivered in different packets
The assembly instructions are delivered with the product.
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C

D

B

A

IP 20
(A / B) (C / D)

Structure
2,5 kg / 5.5 lb
4,9 kg / 10.8 lb
2,1 kg / 4.6 lb
2,7 kg / 5.9 lb

Lampshade
0,4 kg / 0.9 lb
1 kg / 2.2 lb
0,4 kg / 0.9 lb
1 kg / 2.2 lb

B

Class 2
Dry location only
UL-153 (A / B)
UL-1598 (C / D)
UL-8750
E-336377
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SIN L (B)

SIN L (D)

MODELS
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SIN S (A)

16 cm / 6.3”

Ø 48 cm / 18.9”

Ø 45 cm / 17.7”
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Lampshade  S Lampshade   L 

SIN S (C)

16 cm / 6.3”

Ø 27 cm / 10.6”

Ø 25 cm / 9.8”
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