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BULLARUM
SI-2 FIX.EU

(THIS CANOPY USEABLE IN EUROPE)

For the order of this type, the overall height is needed!
The sizes could change in case of changing the position of the arms!

DIMENSION:

1143 mm X 90 mm X (CUSTOM SIZE)

45" X 3,5 X (CUSTOM SIZE)
GLASS GLOBE: 9o mm / 3,5”

MATERIALS:

BRASS OR COPPER BODY, HAND - BLOWEN GLASS

WEIGHT:
5KG / 11lbs

HALOGEN ILLUMINATION:
Socket : G5,3

Bulb:2 x 35 Watts halogen
Wattage : 70 Watts

Lumens : 800 Lumens

Color temperature : 2900K
Energy classes : C

Dimmable : yes

(120V / 240V)

LED ILLUMINATION: (120V / 240V)

Socket : G4

Bulb:2 x 2 Watts LED
Wattage : 4 Watts
Lumens : 400 Lumens
Color temperature : 3000K
Energy classes : A+

Dimmable : not

INTUERILIGHT

CANOPY:

60 mm /2,4” (WITH TRANSFORMERS) (ONLY EU)

TRASFORMERS TYPE:

LIGHTECH LET 75 12V /230-240V (EU)

PACKAGING WEIGHT:

10KG / 221bs

PACKAGING: (WOODEN BOX)

1100 mm X 200 mm X 145 mm

43,37 X 7,97 X 57"

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

RAL coLORs

CERTIFICATION:
CE certification of european conformity
UL approved components

LEAD TIME: 4-5 WEEKS
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BULLARUM
SI-2 VH.EU

(THIS CANOPY USEABLE IN EUROPE)

The sizes could change in case of changing the position of the arms!

DIMENSION:

1143 mm X 90 mm X (760 mm - 1113 mm)

45”7 X 3,57 X (307 - 43,87)
GLASS GLOBE: 9o mm / 3,5”

MATERIALS:

BRASS OR COPPER BODY, HAND - BLOWEN GLASS

WEIGHT:
5kG / 11lbs

HALOGEN ILLUMINATION:
Socket : G5,3

Bulb:2 x 35 Watts halogen
Wattage : 70 Watts

Lumens : 800 Lumens
Color temperature : 2900K
Energy classes : C

Dimmable : yes

(120V / 240V)

LED ILLUMINATION: (120V / 240V)

Socket : G4

Bulb:2 x 2 Watts LED
Wattage : 4 Watts
Lumens : 400 Lumens
Color temperature : 3000K
Energy classes : A+

Dimmable : not
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CANOPY:

60 mm / 2,4” (WITH TRANSFORMERS) (ONLY EU)

TRASFORMERS TYPE:

LIGHTECH LET 75 12V /230-240V (EU)

PACKAGING WEIGHT:

10KG / 221bs

PACKAGING: (WOODEN BOX)

1100 mm X 200 mm X 145 mm

433" X 7,97 X 577

FINISHES: (THE BASIC FINISHED)
BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

RAL coLors

CERTIFICATION:
CE certification of european conformity
UL approved components

LEAD TIME: 4-5 WEEKS
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BULLARUM
SI-2 FIX

For the order of this type, the overall height is needed!
The sizes could change in case of changing the position of the arms!

DIMENSION:

1143 mm X 90 mm X (CUSTOM SIZE)
45" X 3,5 X (CUSTOM SIZE)
GLASS GLOBE: 9o mm/ 3,5”

MATERIALS:

BRASS OR COPPER BODY, HAND - BLOWEN GLASS

WEIGHT:
5kG / 11lbs

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G5,3

Bulb:2 x 35 Watts halogen

Wattage : 70 Watts

Lumens : 800 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : yes

LED ILLUMINATION: (120V / 240V)
Socket : G4

Bulb:2 x 2 Watts LED

Wattage : 4 Watts

Lumens : 400 Lumens

Color temperature : 3000K

Energy classes : A+

Dimmable : not

INTUERILIGHT

CANOPY:

127 mm /57 (WITH TRANSFORMERS)

TRASFORMERS TYPE:

LIGHTECH LET 75 12V /230-240V (EU)

LIGHTECH LET 75 12V /110-120V (US)

PACKAGING WEIGHT:

10kG / 221bs

PACKAGING: (WOODEN BOX)

1100 mm X 200 mm X 145 mm

43,37 X 7,9” X 577

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

RAL coLors

CERTIFICATION:

CE certification of european conformity

UL approved components

LEAD TIME: 4-5 WEEKS
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BULLARUM

SI-2 VH

The sizes could change in case of changing the position of the arms!

DIMENSION:

1143 mm X 90 mm X (628 mm - 968 mm)

457 X 3,57 X (24,7 - 38,17)
GLASS GLOBE: 9o mm/ 3,5

MATERIALS:

BRASS OR COPPER BODY, HAND - BLOWEN GLASS

WEIGHT:
5kG / 11lbs

HALOGEN ILLUMINATION: (120V / 240V)

Socket : G5,3

Bulb:2 x 35 Watts halogen
Wattage : 70 Watts
Lumens : 800 Lumens
Color temperature : 2900K
Energy classes : C

Dimmable : yes

LED ILLUMINATION: (120V / 240V)
Socket : G4

Bulb:2 x 2 Watts LED

Wattage : 4 Watts

Lumens : 400 Lumens

Color temperature : 3000K

Energy classes : A+

Dimmable : not

INTUERILIGHT

CANOPY:

127 mm/ 57 (WITH TRANSFORMERS)

TRASFORMERS TYPE:

LIGHTECH LET 75 12V /230-240V (EU)

LIGHTECH LET 75 12V /110-120V (US)

PACKAGING WEIGHT:

10KG / 221bs

PACKAGING: (WOODEN BOX)

1100 mm X 200 mm X 145 mm

43,3 X 7,9” X 577

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

RAL coLors

CERTIFICATION:
CE certification of european conformity
UL approved components

LEAD TIME: 4-5 WEEKS



BULLARUM
SI-2

HALOGEN LED CAPSULE

INTUERI
LIGHT®

HUNGARY

KECSKEMET 6000
SZOLNOKI WAY 1.

ALIPPA INDUSTRIAL PARK
+36-30-639-5001
INFO@INTUERILIGHT.COM

WWW.INTUERILIGHT.COM



