
suspension

body:  powder coated aluminum 
lens:  prismatic PMMA  
hardware: powder coated aluminum 
wire:  polyester

108” 
 
11.5 lb / 5.2 kg

33W 
(see light source section for specifications)

120V / 277V 

refer to our recommended list of dimmer models

 
 
– must be installed by an electrician  
– additional charges for modifications  
   or  for special orders 
– dimensions are approximate and may vary     
   slightly 
– lead time 12-14 weeks
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type:  

materials: 
  
 

wire length: 

weight:  

light source: 
  
 
  
voltage: 

   
dimmer: 

certifications: 

notes: 

18
”/

  
4

6
0

 m
m

14” / 355 mm
2.5” / 60 mm

h
e

ig
h

t 
va

ri
a

b
le



O R D E R  G U I D E :  S K U

COLLECTION MODEL COLOUR
COLOUR 
 (canopy) LIGHT SOURCE

DOR    dorval 01 WL 
 
NL 
 
DW

BL 
 
LB   
 
WH 
 

WH black  
 
light blue 
 
white 
 

warm light (2700K) 
 
neutral light (3000K) 
 
dim to warm (2700K to 2200K)

white  

COLOUR 
(body, wire and loop)

COLOUR 
(canopy)

=   DOR01BLWHWLWLBL WH01DOR
example

loop
body

head

canopy

 wire

textured 
black 

flat white textured 
light blue

textured 
white



L I G H T  S O U R C E  &  D I M M E R  S P E C I F I C AT I O N S

DC LOW VOLTAGE LED BOARD 
Replacement parts available through Lambert & Fils

33 W
Driver input 120-277V
COB delivered 800 lumen
Total delivered 3200 lumen
LED 2700K
50 000 H
CRI ≥90
2 years warranty
3 SDCM consistency

33 W
Driver input 120-277V
COB delivered 800 lumen
Total delivered 3200 lumen
LED 3000K
50 000 H
CRI ≥90
2 years warranty
3 SDCM consistency

33 W
Driver input 120-277V
COB delivered 800 lumen
Total delivered 3200 lumen
LED DIM TO WARM
50 000 H
CRI ≥90
2 years warranty
3 SDCM consistency


